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Notes 
 

 ̧ Please read this user manual carefully to ensure that you can use the device correctly and safely. 

 ̧ There may be several technically incorrect places or printing errors in this manual. The updates will be added into the new version of this 

manual. The contents of this manual are subject to change without notice. 

 ̧ This device should be operated only from the type of power source indicated on the marking label. The voltage of the power must be verified 

before using the same. Kindly remove the cables from the power source if the device is not to be used for a long period of time. 

 ̧ Do not install this device near any heat sources such as radiators, heat registers, stoves or other devices that produce heat. 

 ̧ Do not install this device near water. Clean only with a dry cloth. 

 ̧ Do not block any ventilation openings and ensure proper ventilation around the machine. 

 ̧ Do not power off the device at normal recording condition. 

 ̧ This machine is for indoor use only. Do not expose the machine in rain or moist environment. In case any solid or liquid get inside the 

ƳŀŎƘƛƴŜΩǎ ŎŀǎŜΣ ǇƭŜŀǎŜ ǘǳǊƴ ƻŦŦ ǘƘŜ ŘŜǾƛŎŜ ƛƳƳŜŘƛŀǘŜƭȅ ŀƴŘ ƎŜǘ ƛǘ ŎƘŜŎƪŜŘ ōȅ ŀ ǉǳŀƭƛŦƛŜŘ ǘŜŎƘƴƛŎian. 

 ̧ Do not try to repair the device by yourself without technical aid or approval. 
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1 Introduction 
1.1  Welcome 

Thank you for purchasing this NVR. 
 
If technical assistance is needed, please contact Speco Technologies Technical Support. 

 

Phone:  1-800-645-5516 option 3 
Email:  techsupport@specotech.com 
 

1.2  Features 

 Basic Functions 

 ̧ Supports network device access including IP camera/dome and the third party IP cameras 

 ̧ The NVR supports the latest H.265 video coding stream and a mixture input of H.265 and H.264 IP cameras  

 ̧ Supports standard ONVIF protocol 

 ̧ Supports dual stream recording of each camera 

 ̧ Supports IP cameras to be added quickly or manually  

 ̧ Supports collective or individual ŎƻƴŦƛƎǳǊŀǘƛƻƴ ƻŦ ǘƘŜ ŎŀƳŜǊŀǎΩ h{5Σ video parameters, mask, motion and so on 

 ̧ Supports a maximum of 8 user permission groups including Administrator, Advanced and Common which are the default permission groups of 

the system 

 ̧ Supports a maximum of 16 users to be created, multiple web clients login by using one username at the same time and the ǳǎŜǊΩǎ ǇŜǊƳƛǎǎƛƻƴ 

control to be enabled or disabled    

 ̧ Supports multiple web clients login at the same time 

 Live View 

 ̧ Supports 4K×2K/1920×1080/1280×1024 HDMI and 1920×1080/1280×1024 VGA high definition synchronous display 

 ̧ Supports multi-screen modes such as 1/4/6/8/16/32 

 ̧ Supports ŀǳǘƻ ŀŘƧǳǎǘƳŜƴǘ ƻŦ ǘƘŜ ŎŀƳŜǊŀΩǎ ƛƳŀƎŜ ŘƛǎǇƭŀȅ ǇǊƻǇƻǊǘƛƻƴ 

 ̧ Supports audio monitoring of the camera to be enabled or disabled 

 ̧ Supports manual snapshot of the camera 

 ̧ Supports the sequence of the cameras to be adjusted 

 ̧ Supports display mode to be added and saved and the saved modes can be called directly 

 ̧ Supports quick tool bar operation of the preview window 

 ̧ Supports camera group view and scheme view in sequence, quick sequence view and dwell time setting 

 ̧ Supports motion detection and video mask 

 ̧ Supports multiple popular P.T.Z. control protocol and setup of the preset and cruise 

 ̧ Supports direct mouse control of the IP dome including rotating, zoom, focusing and so on 

 ̧ Supports single camera image to be zoomed by sliding the scroll wheel of the mouse   

 ̧ Supports any area of the image to be zoomed in to a maximum of 16 times of the current size 

 ̧ Supports image and lens adjustment (only available for some cameras) 

 ̧ Supports quick camera adding in the camera window of the live view interface 

 ̧ The live camera sequence of the web client will keep consistent with that of the NVR after adjusting the live camera sequence of the NVR, but 

the live camera sequence of the NVR will not be changed if that of the web client is changed 

 Disk Management 

 ̧ N8NRE supports 1 SATA HDD: N16NRE supports 2 SATA HDDs; N32NRE supports 8 SATA HDDs and 2 3-SATA HDDs 

 ̧ Each SATA interface of the NVR supports the HDDs with max 14TB storage capacity  

 ̧ Supports disk group configuration and management and each camera can be added into different disk groups with different storage capacity 

 ̧ Supports disk information and disk working status viewing 

 Record Configuration 

 ̧ Supports main stream and sub stream recording at the same time and collective or individual configuration of the record stream 

 ̧ Supports manual and auto record modes 

 ̧ Supports schedule recording, sensor alarm recording and motion detection recording, etc 

 ̧ Supports schedule recording and event recording setting with different record streams 

 ̧ Supports record schedule setting and recycle recording 

 ̧ Supports pre recording and delay recording configuration of the event recording 

 Record Playback 
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 ̧ Supports time scale operation in quick playback and the playback date and time can be set randomly by scrolling the mouse; the time interval 

of the time scale can be zoomed 

 ̧ Supports record searching by time slice/time/event/tag  

 ̧ Supports time view and camera view in searching by EZ mode 

 ̧ Supports EZ search by month, by day, by hour and by minute and time slice to be displayed with camera thumbnail  

 ̧ Supports a maximum of 4/8/16 cameras to be searched by time  

 ̧ Supports event search by manual/motion/sensor/intelligent events 

 ̧ Supports bookmark search by the manual added bookmarks 

 ̧ Supports instant playback of the selected camera in the live view interface 

 ̧ Supports a maximum of 8 synchronous playback cameras 

 ̧ Supports acceleration(maximum 32 times ƻŦ ǘƘŜ ƴƻǊƳŀƭ ǎǇŜŜŘύΣ ŘŜŎŜƭŜǊŀǘƛƻƴ όƳƛƴƛƳǳƳ мκон ǘƛƳŜǎ ƻŦ ǘƘŜ ƴƻǊƳŀƭ ǎǇŜŜŘύ ŀƴŘ олǎΩ addition or 

reduction to current playing time 

 Record Export 

 ̧ Supports record to be exported through USB (U disk, mobile HDD).  

 ̧ Supports record to be exported by time/event/image search 

 ̧ Supports record cutting for exporting when playing back 

 ̧ Supports a maximum of 10 export tasks in background and export status viewing 

 Alarm Management 

 ̧ Supports alarm schedule setting 

 ̧ Supports enabling or disabling of the motion detection, external sensor alarm input, intelligence alarm and exception alarms including IP address 

conflict alarm, disk IO error alarm, disk full alarm, no disk alarm, illegal access alarm, network disconnection alarm, IPC offline alarm and so on, alarm 

trigger configuration supportable 

 ̧ Supports IPC offline alarm trigger configuration of PTZ, snapshot, pop-up video, etc.  

 ̧ Supports event notification modes of alarm-out, pop-up video, pop-up message box, buzzer, e-mail and so on 

 ̧ The captured images can be attached into the e-mail when alarm linkage is triggered 

 ̧ Supports alarm status view of alarm-in, alarm-out, motion detection and exception alarm 

 ̧ Supports alarm to be triggered and cleared manually 

 ̧ Supports system auto reboot when exception happens   

 ̧ Supports face detection and face match alarm 

 Face Function 

 ̧ Supports adding 10000 face pictures to the target database 

 ̧ Supports image search by image, track playback and database management 

 ̧ Supports face attendance and face check in 

 ̧ Supports face information statistics 

 ̧ Supports face match alarm 

 LPR Function 

 ̧ Support 50,000 license plate register 

 ̧ Support license plate detection, match and search 

 ̧ Support vehicle information statistics 

 ̧ Support license plate match alarm 

 Network Functions 

 ̧ Supports TCP/IP and PPPoE, DHCP, DNS, DDNS, UPnP, NTP, SMTP protocol and so on 

 ̧ Supports allow and block list function and the allow and block IP address/IP segment address can be set 

 ̧ Supports multiple browsers including IE8/9/10/11, Firefox, Opera, Chrome (available only for the versions lower than 45) and Safari in MAC 

system 

 ̧ Supports remote achievement, configuration, import and export of the NVR parameters and other system maintenance operations including 

remote upgrading and system restart   

 ̧ Supports remote camera configuration of the NVR including video parameters, image quality and so on  

 ̧ Supports remote search, playback and export of the NVR 

 ̧ Supports manual alarm to be triggered and cleared remotely 

 ̧ The motorized zoom camera can be adjusted through web client (Supports zoom in/out, but one key focus is not currently supported)  

 ̧ Supports NVMS or other platform management software to access the NVR and manage it 

 ̧ Supports NAT function and QRCode scanning by mobile phone and PAD 

 ̧ Supports mobile surveillance by phones or PADs with iOS or Android OS 

 ̧ Supports NVR to be accessed remotely through telnet and the telnet function can be enabled or disabled 

 ̧ If one camera recording is enabled or disabled manually through web client, it will be simultaneously enabled or disabled in the NVR 
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 Other Functions 

 ̧ The NVR can be controlled and operated by the buttons on the front panel, the remote controller and the mouse 

 ̧ Setting interfaces can be switched to one another conveniently by clicking the main menus on the top of the setting interfaces  

 ̧ Supports NVR information viewing including basic, camera status, alarm status, record status, network status, disk and export status 

 ̧ Supports factory restoring, import and export of the system configuration, log view and export and local upgrading by USB mobile device 

 ̧ Supports auto recognition of the dispƭŀȅŜǊΩǎ ǊŜǎƻƭǳǘƛƻƴ 

 ̧ You can click the right mouse button at any interface to go back to the upper interface 

 ̧ You can click the mouse wheel at any interface to go to the live view interface 

 ̧ The display language and video format of the NVR will not be changed and the system logs will be reserved if you reset the NVR to factory 

default 

 ̧ Press and hold the right mouse button for 5 seconds in any interface to switch the output to VGA and the NVR will display the video at the 

lowest resolution which the NVR supports 
 

1.3  Front Panel Descriptions 

The following descriptions are for reference only. 
 

Name Descriptions 

REC When recording, the light is blue 

Net When access to network , the light is blue 

Power Power indicator, when connection , the light is blue 

 
 

1.4  Rear Panel Descriptions 

To quickly get started, connect the following to your recorder in the following order, please refer to the following figure (N8NRE 
shown for reference). 

 

 
 

 
1. Connect IP cameras to the PoE ports of the recorder. 
2. Connect a monitor to the recorder via VGA or HDMI cable (not included). 
3. Connect the included optical mouse into any USB port of the recorder. 
4. Connect the power adapter to the recorder and plug power cord into a 120VAC 50/60Hz outlet. 
5. Connect recorder to network (optional) 
6. Turn on power switch and allow recorder to boot up. 

 

1.5  Connections 

 ̧ Video Connections 

Video Output: Supports VGA/HDMI video output. You can connect to monitor through these video output interfaces simultaneously or independently. 

 

 ̧ Audio Connections 

Audio Input: Connect to microphone, pickup, etc. 

Audio Output: Connect to headphone, sound box or other audio output devices. 
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2 Basic Operation Guide 
2.1  Startup & Shutdown       

Please make sure all the connections are done properly before you power on the unit. Proper startup and shutdown are crucial to expending the life 

of your device. 
 

2.1.1  Startup 

ŵ Connect the output display device to the VGA/HDMI interface of the NVR. 

Ŷ Connect with the mouse and power. The device will boot and the power LED would turn blue. 

ŷ EZ setup window will pop up (you should select the display language the first time you use the NVR). Refer to 3.1 EZ Setup for details. 
 

2.1.2  Shutdown 
You can power off the device by using remote control or mouse. 

By remote control: 

ŵ Press Power button. This will take you to a shutdown window. The unit will power off after a while by clicking άOKέ button. 

Ŷ Disconnect the power. 

By mouse: 

ŵ Click StartĄShutdown to pop up the Shutdown window. {ŜƭŜŎǘ ά{ƘǳǘŘƻǿƴέ in the window. The unit will power off after a while by clicking άOKέ 

button. 

Ŷ Disconnect the power. 
 

2.2  Remote Control 

ŵ It uses two AAA size batteries. 

Ŷ Open the battery cover of the remote control. 

ŷ Place batteries. Please take care the polarity (+ and -). 

Ÿ Replace the battery cover. 
 

YŜȅ Ǉƻƛƴǘǎ ǘƻ ŎƘŜŎƪ ƛƴ ŎŀǎŜ ǘƘŜ ǊŜƳƻǘŜ ŘƻŜǎƴΩǘ ǿƻǊƪΦ 

1. Check batteries polarity. 

2. Check the remaining charge in the batteries. 

3. Check IR controller sensor for any masking. 
 

If it still doesnΩt work, please change a new remote control to try, or contact your dealers. You can just turn the IR sensor of the remote control 

towards the IR receiver of the NVR to control it when you are controlling multiple devices by remote control. 

The interface of remote controller is shown as below. 
There are two kinds of remote controller. The interface of remote controller is shown as below. 

 

 
 

Button Function 

REC Record manually 

Search To enter search mode 

MEUN To enter menu 

Exit To exit the current interface 

ENTER To confirm the choice or setup 

Direction button To move cursor in setup 

ZOOM To zoom in 

PIP No function temporarily  

 
 

To control playback. Play(Pause)/Next Frame/Speed 
Up/Stop/Previous Frame/Speed Down 

Multi To choose multi screen display mode 

Next To switch the live image 

SEQ To go to sequence view mode 

INFO Get information about the device 
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2.3  Mouse Control 

ü Mouse control in Live Display & Playback interface 

In the live display & playback interface, double click on any camera window to show the window in single screen mode; double click the window 

again to restore it to the previous size. 
 

In the live display & playback interface, if the interfaces display in full screen, move the mouse to the bottom of the interface to pop up a tool bar. 

The tool bar will disappear automatically after you move the mouse away from it for some time; move the mouse to the right side of the interface 

to pop up a panel and the panel will disappear automatically after you move the mouse away from it.  
 

ü Mouse control in text-input 

Move the mouse to the text-input box and then click the box. The input keyboard will pop up automatically. 
 

 
 

 

2.4  Text-input Instruction  
 

Button Function 

 Power Button Switch offτto stop the device 

Record Button To start recording 

-/ -- /0-9  Input number or choose camera 

Fn1 Button Unavailable temporarily 

Multi Button To choose multi screen display mode 

Next Button To switch the live image 

SEQ To go to sequence view mode 

Audio To enable audio output in live mode 

Switch No function temporarily  

Direction button To move cursor in setup or pan/title PTZ 

Enter Button To confirm the choice or setup 

Menu Button To go to menu 

Exit Button To exit the current interface 

Focus/IRIS/Zoom/PTZ To control PTZ camera 

Preset Button To enter into preset setting in PTZ mode 

Cruise Button To go to cruise setting in PTZ mode 

Track Button No track function temporarily  

Wiper Button No function temporarily  

Light Button No function temporarily  

Clear Button No function temporarily  

Fn2 Button No function temporarily  

Info Button Get information about the device   

 
 

To control playback. Play (Pause)/Stop/Previous 
Frame/Next Frame/Speed Down/Speed Up 

Snap Button To take snapshots manually 

Search Button To go to search mode 

Cut Button No function temporarily  

Backup Button To go to backup mode 

Zoom Button To zoom in the images 

PIP Button Not active 

Note: Mouse is the default tool for all operations unless an exception as indicated. 
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The system includes two input boxes. Refer to the above pictures. The left box is the number input box and the right box is the input box which 

provides inputs of numbers, letters and punctuation characters. The introductions of keys on the input boxes are shown below.  
 

Button Meaning Button Meaning 

 Backspace key  Switch key of punctuation character 

 Delete Key  Enter key 

 
Switch key between upper 
and lower letter  Space key 

 Switch key of language 

 

2.5  Common Button Operation 
 

Button Meaning 

 Click it to show the menu list. 

  Click it to change the sequence of the list.  

   

 
Click it to change the camera displaying mode. 

 Click it to close the current interface. 

 Click it to go to the earliest date of camera recording. 

 Click it to go to the latest date of camera recording. 
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3 EZ Setup & Main Interface   

3.1  EZ Setup 

The disk icons will be shown on the top of the startup interface. You can view the number and status of each disk quickly and conveniently through 

these icons ( : no disk; : unavailable disk; : RW available disk).  

You can quickly configure the NVR by ŎƭƛŎƪƛƴƎ άhYέ to make the NVR work normally. You must configure the wizard if you start the NVR for the first 

time (or ŎƭƛŎƪ ά{ƪƛǇέ ǘƻ ŎŀƴŎŜƭ ǘƘŜ EZ Setup next time).  
 

 
 

/ƭƛŎƪ άOKέ ǘƻ ǎǘŀǊǘ ǿƛȊŀǊŘΦ ¢ƘŜ ǎŜǘǘƛƴƎ ǎǘŜǇǎ ŀǊŜ ŀǎ Ŧƻƭƭƻǿǎ. 

ŵ System Login. Set your own password when you use the wizard for the first time (the default username of the system is admin); select the login 

username and enter the password you set by yourself.  
 

 
 

/ƭƛŎƪ άEdit Security Questionέ ǘƻ ǎŜǘ questions and answers for password security of admin. If you forget the password, please refer to Q4 in Appendix 

A FAQ for details.  

/ƭƛŎƪ άbŜȄǘέ ǘƻ ŎƻƴǘƛƴǳŜ ƻǊ ŎƭƛŎƪ ά/ŀƴŎŜƭέ ǘƻ ŜȄƛǘ ǘƘŜ ǿƛȊŀǊŘΦ 
 

Ŷ Date & Time. When booting up for the first time, the device will prompt you for ǘƛƳŜ ǎŜǘǘƛƴƎǎ ƻǊ Ǝƻ ǘƻ {ŜǘǘƛƴƎǎҦ{ȅǎǘŜƳҦ5ŀǘŜ ŀƴŘ ¢ƛƳŜ ŦƻǊ 

details. 

System Time: Set the time and date format of the system  

DST: Toggle Daylight Saving Time On or Off  

Time format: Choose between 24-hour mode and 12-hour mode.  

NTP: Specify an NTP server to synchronize the time (optional).  
 



EZ Setup & Main Interface             NVR User Manual 

 

8 

 

 
 

ŷ Disk Settings. ̧ ƻǳ Ŏŀƴ ǾƛŜǿ ǘƘŜ Řƛǎƪ ƴǳƳōŜǊΣ Řƛǎƪ ŎŀǇŀŎƛǘȅ ƻŦ ǘƘŜ b±w ŀƴŘ ǎŜǊƛŀƭ ƴǳƳōŜǊΣ wϧ² ǎǘŀǘǳǎ ƻŦ ǘƘŜ ŘƛǎƪΦ /ƭƛŎƪ άCƻǊƳŀǘέ ǘƻ ŦƻǊƳŀǘ ǘƘe 

ŘƛǎƪΦ /ƭƛŎƪ άbŜȄǘέ ǘƻ ŎƻƴǘƛƴǳŜΦ ¢ƘŜƴ ŎƭƛŎƪ άEZ {ŜǘǳǇέΦ 

Ÿ Network Settings. Select the network work pattern as required. /ƘŜŎƪ άhōǘŀƛƴ an Lt ŀŘŘǊŜǎǎ ŀǳǘƻƳŀǘƛŎŀƭƭȅέ ŀƴŘ άhōǘŀƛƴ 5b{ ŀǳǘƻƳŀǘƛŎŀƭƭȅέ ǘƻ 

get the IP address and DNS automatically (the DHCP function of the router in the same LAN should also be enabled), or manually enter them. Enter 

the HTTP port, RTSP port and Server port (please see 13.1.2 Port Configuration for details). /ƭƛŎƪ άbŜȄǘέ ǘƻ ŎƻƴǘƛƴǳŜΦ 
 

 
 
If you use the NVR with the PoE network ports, the online state of the internal Ethernet port will be shown on the interface. 
If the NVR has two network ports or above, you can select the network work pattern as required. Network Fault Tolerance and Multiple Address 
Setting are available. 

 

Ź Other Network Settings.  

ü UPnP settings: CƘŜŎƪ ά9ƴŀōƭŜέ ƛƴ ǘƘŜ ƛƴǘŜǊŦŀŎŜ ŀƴŘ enter ǘƘŜ ǇƻǊǘ ƻŦ ŜȄǘŜǊƴŀƭ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά¢Ŝǎǘέ ǘƻ ǘŜǎǘ ǘƘŜ effectiveness of the input 

information. LŦ ǘƘŜ ¦tƴt ǎǘŀǘǳǎ ǿŜǊŜ άLƴǾŀƭƛŘ ¦tƴtέΣ ǘƘŜ ǇƻǊǘ ƴǳƳōŜǊ may be wrong. Click  to modify the port until the UPnP status turns 

ǘƻ ά±ŀƭƛŘ ¦tƴtέΦ wŜŦŜǊ ǘƻ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǇƛŎǘǳǊŜΦ ¸ƻǳ Ŏŀƴ ǾƛŜǿ ǘƘŜ ŜȄǘŜǊƴŀƭ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ b±wΦ Enter the external IP address plus port in the 

address bar of your browser to access the NVR. (please see 13.1.6 UPnP Configuration for details). 

ü DDNS Settings: /ƘŜŎƪ ά9ƴŀōƭŜέ ŀƴŘ ǘƘŜƴ ǎŜƭŜŎǘ ǘƘŜ 55b{ ǘȅǇŜΦ Enter the server address, domain name, username and password according to 

the selected DDNS type. !ƴŘ ǘƘŜƴ ŎƭƛŎƪ άwŜƎƛǎǘŜǊέ ƻǊ ά¢Ŝǎǘέ to test the effectiveness of the domain name. If it is effective, you can enter the 

domain name in the address bar of your browser to access the NVR. (please see 13.1.4 DDNS Configuration for details). 

 

Note: Make sure the router supports UPnP function and the UPnP is enabled in the router. SŜǘ ǘƘŜ b±wΩǎ Lt ŀŘŘǊŜǎǎΣ ǎǳōƴŜǘ Ƴŀǎƪ ŀƴŘ ƎŀǘŜǿŀȅ ŀƴŘ 

so on corresponding to the router. 
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ź Add Camera. Add cameras via PoE first before adding any cameras from the LAN. Speco cameras added via the PoE ports will automatically be 

added to the corresponding channel. To add cameras from the LAN, make sure all cameras are set to DHCP. Click άwŜŦǊŜǎƘέ to refresh the list of online 

IP cameras which are in the same local network with NVR and then click  to add the searched camera. /ƭƛŎƪ άAdd Allέ ǘƻ ŀŘŘ ŀƭƭ ǘƘŜ ŎŀƳŜǊŀǎ ƛƴ 

the list. Click  ǘƻ ŘŜƭŜǘŜ ǘƘŜ ŀŘŘŜŘ ŎŀƳŜǊŀΦ /ƭƛŎƪ ά5ŜƭŜǘŜ !ƭƭέ ǘƻ ŘŜƭŜǘŜ ŀƭƭ ǘƘŜ ŀŘŘŜŘ ŎŀƳŜǊŀǎΦ 
 

 
 

Click  to edit the searched IP camera as shown on the below left. Enter the new IP address, subnet mask, gateway, username and the password 

of the camera. ̧ ƻǳ Ŏŀƴ ŎƘŜŎƪ ά{ȅƴŎ ǘƻ Lt/έ ǘƻ ƳƻŘƛŦȅ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ Lt/ Ǿƛŀ ŘƛŦŦŜǊŜƴǘ ƴŜǘǿƻǊƪ ǎŜƎƳŜƴǘǎ ŦƻǊ ōŜƛƴƎ ƛƴ ǘƘŜ ǎŀƳŜ ƴŜǘǿƻǊƪ segment 

with the NVR. /ƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ  
 

  
 

Click  to edit the added camera as shown on the above right. Enter the new camera name, IP address, port, username and the password of the 

ŎŀƳŜǊŀΦ ¸ƻǳ Ŏŀƴ ŎƭƛŎƪ ά¢Ŝǎǘέ ǘƻ ǘŜǎǘ ǘƘŜ ŜŦŦŜŎǘƛǾŜƴŜǎǎ ƻŦ ǘƘŜ ƛƴǇǳǘ ƛƴŦƻǊƳŀǘƛƻƴΦ /ƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ You can change the IP camera name 

only when the added camera is online. /ƭƛŎƪ άbŜȄǘέ ǘƻ ŎƻƴǘƛƴǳŜΦ 

 

Ż Record Settings. Two record modes are available: auto and manual.  

Auto: Select one auto mode in the interface as shown below ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άNextέ button to save the settings. /ƭƛŎƪ ά!ŘǾŀƴŎŜŘέ ǘƻ self-define record 

mode. See 7.1.1 Mode Configuration for details.   
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Manual: SŜǘ ǘƘŜ άSensor RecordέΣ άaƻǘƛƻƴ wŜŎƻǊŘέ ŀƴŘ άSchedule wŜŎƻǊŘέ ƻŦ ŜŀŎƘ ŎŀƳŜǊŀΦ /ƭƛŎƪ άhYέ ǘƻ ǎŀǾŜΦ {ŜŜ 7.1.1 Mode Configuration for 

details. 
 

 
 

ż QRCode. Enable the NAT function in the interface or set it in the network configuration after exiting the wizard (please refer to 13.1.8 NAT 

Configuration for details). You can scan the QRCode through the SpecoBlue App available for iOS and Android to easily and securely view your cameras. 

Please refer to 14.1 Mobile Client Surveillance for details. Click άOKέ to save the settings.  

 

3.2  Main Interface  

3.2.1  Main Interface Introduction  
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The buttons in area  are introduced in the table below. 
 

Button Meaning 

 
Start button. Click it to pop up area .  

 
Full screen button. Click it to show full screen; click it again to exit the full 
screen. 

 
Screen mode button.  

 

Dwell button (see 5.2.2 Quick Sequence View and 5.2.4 Scheme View In 
Sequence for details).  

 
Click it to enable OSD; click again to disable OSD. 

 

Click  to set the default playback time before starting instant playback (8.1 
Instant Playback) or going to the playback interface for playback operations 

(8.2 Playback Interface Introduction); click  to go to the playback 
ƛƴǘŜǊŦŀŎŜΦ CƻǊ ƛƴǎǘŀƴŎŜΣ ƛŦ ȅƻǳ ŎƘƻƻǎŜ άр ƳƛƴǳǘŜǎ ŀƎƻέ ŀǎ ǘƘŜ ŘŜŦŀǳƭǘ ǇƭŀȅōŀŎƪ 
time, you can playback the record from the past five minutes.  

 
Manual record button. Click it to enable/disable record. 

 
Manual alarm button. Click it to trigger or clear the alarm-out manually in 
the popup window. 

 
Record status button. Click it to view the record status. 

 
Alarm status button. Click it to view the alarm status. 

 
Disk status button. Click it to view the disk status and RAID status. 

 
Network status button. Click it to view the network status. 

 
Information button. Click it to view system information. 

 

Introduction of area : 

/ƭƛŎƪ ά/ŀƳŜǊŀέ ǘƻ ǾƛŜǿ ŀƭƭ ǘƘŜ ŀŘŘŜŘ ŎŀƳŜǊŀǎ ƛƴ ǘƘŜ ŎŀƳŜǊŀ ƭƛǎǘΦ {ŜƭŜŎǘ ƻƴŜ ŎŀƳŜǊŀ ǿƛƴŘƻǿ ƻƴ ǘƘŜ ƭŜŦǘ ǎƛŘŜ ƻŦ ǘƘŜ ƛƴǘŜǊŦŀŎŜ ŀnd then double click 

one camera in the list to preview the camera image in the selected window. 

/ƭƛŎƪ ά{ƛƴƎƭŜ /ƘŀƴƴŜƭ {ŜǉǳŜƴŎŜǎέ ǘƻ ǾƛŜǿ ŀƭƭ ǘƘŜ ŀŘŘŜŘ ƎǊƻǳǇǎ ƛƴ ǘƘŜ ƎǊƻǳǇ ƭƛǎǘΤ ŎƭƛŎƪ ƻƴŜ ƎǊƻǳǇ ƛƴ ǘƘŜ ƭƛǎǘ ǘƻ ǾƛŜǿ ŀƭƭ ǘƘŜ added cameras in the group 

(refer to 4.2 Add/Edit Camera Group for detail configuration of the camera group). Select one camera window on the left side of the interface and 

ǘƘŜƴ ŘƻǳōƭŜ ŎƭƛŎƪ ƻƴŜ ƎǊƻǳǇ ƛƴ ǘƘŜ ƎǊƻǳǇ ƭƛǎǘ ǘƻ ǇǊŜǾƛŜǿ ǘƘŜ ŎŀƳŜǊŀǎΩ ƛƳŀƎŜǎ ƻƴŜ ōȅ ƻƴŜ ƛƴ ǘƘŜ ǎŜƭŜŎǘŜŘ ǿƛƴŘƻǿΦ   

/ƭƛŎƪ ά/ǳǎǘƻƳƛȊŜ Layoutέ ǘƻ ǾƛŜǿ ŀƭƭ ǘƘŜ ŘƛǎǇƭŀȅ ƳƻŘŜǎ ƛƴ the display mode list (refer to 5.2.1 Display Mode for detail configuration of the display 

mode). Double click one display mode in the list to switch to the display mode for previewing.  
 

Introduction of area : 
 

Icon / Button Meaning 

 

It shows the current login user. 

 Click it to go to the intelligent analytics interface. 

 
Click it to go to record search and export interface, see 8.4 Record 
Search, Playback & Export for details.  

 

Click it to go to playback interface (click  on the tool bar at the 
bottom of the live view interface to set the default playback time), see 
8.2 Playback Interface Introduction for details. 

 Click it to pop up the setup panel, see 3.2.2 Setup Panel for details.  

 Click it to log out the system. 

 
/ƭƛŎƪ ƛǘ ŀƴŘ ǘƘŜƴ ǎŜƭŜŎǘ ά[ƻƎƻǳǘέΣ άwŜōƻƻǘέ ƻǊ ά{ƘǳǘŘƻǿƴέ ƛƴ ǘƘŜ 
popup window.  

 
Click it to go to the EZ setup. 
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3.2.2  Setup Panel 

Click StartĄSettings to pop up the setup panel as shown below.  
 

 
 

The setup panel includes seven modules. Each module provides some function entries with links for convenient operation. 

Here we take Camera module as an example. The Camera ƳƻŘǳƭŜ ǇǊƻǾƛŘŜǎ ŎƻƴǾŜƴƛŜƴǘ ƭƛƴƪǎ ǎǳŎƘ ŀǎ ά!ŘŘ /ŀƳŜǊŀέΣ ά9Řƛǘ /ŀƳŜǊŀέΣ άLƳŀƎŜ {ŜǘǘƛƴƎǎέΣ 

άaƻǘƛƻƴέΣ άLƴǘŜƭƭƛgence Analysisέ ŀƴŘ άt¢½έΦ /ƭƛŎƪ Camera to go to the camera management interface as shown below. 

 

 
 

There are some function items on the left side of the camera management interface. Click each item to go to corresponding interface or window. For 

ƛƴǎǘŀƴŎŜΣ ŎƭƛŎƪ ά!ŘŘ /ŀƳŜǊŀέ ǘƻ ǇƻǇ ǳǇ ǘƘŜ ǿƛƴŘƻǿ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ 

 

 
 

Click the main menus on the top of the camera management interface to go to corresponding interfaces. Refer to the picture below. For instance, 

you can go to the system setup interface by clicking ά{ȅǎǘŜƳέ tag. 

 

 
 

3.2.3  Main Functions 

ü Camera 

The module covers the functions such as Camera Management (see Chapter 4 Camera Management for details), Image Settings (see 5.3 Image 
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Configuration for details), Motion (see 11.2.1 Motion Configuration for details), and PTZ (see Chapter 6 PTZ for details) and so on.  
 

ü Record 

The module covers the functions such as Encode Parameters and Record Schedule and so on. Please see Chapter 7 Record & Disk Management for 

details. 
 

ü AI/Event 

The module covers the functions such as Sensor and Motion Alarm Handling and Alarm Out Settings. Please see Chapter 9 AI Event Management 

and Chapter 11 General Event Management for details.  

 

ü Disk 

The module covers the functions such as Disk Management, Storage Mode and Disk Information and so on. Please see Chapter 7 Record & Disk 

Management for details. 
 

ü Network 

The module covers the functions such as TCP/IP, DDNS, Port, E-mail and Network Status and so on. Please see 13.1 Network Configuration for details. 

ü Account and Authority 

The module covers the functions such as Account Management (see 12.1 Account Management for details) and Permission Management (see 12.3 

Permission Management for details) and so on.  
 

ü System 

The module covers the functions such as Basic Configuration (see 13.2 Basic Configuration for details), Device Information (see 13.8 View System 

Information for details), Log Information (see 13.7 View Log for details) and Configuration File Import&Export (see 13.5 Backup and Restore for 

details) and so on.  
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4 Camera Management 

4.1  Add/Edit Camera 

4.1.1  Add Camera 

The network of the NVR should be set before adding IP camera (see 13.1.1 TCP/IP Configuration for details). 

Refer to the pictures below. Click Add Camera in the setup panel or  in the top right corner of the preview window to ǇƻǇ ǳǇ ǘƘŜ ά!ŘŘ /ŀƳŜǊŀέ 

window as shown below. You can quickly add or add the IP camera manually. 
 

 
 

 
 

ü Quickly Add 

Check the cameras ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ŎŀƳŜǊŀs. Click  to edit the cameraΩǎ Lt ŀŘŘǊŜǎǎΣ ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ ŀƴŘ ǎƻ ƻƴ. /ƭƛŎƪ ά5ŜŦŀǳƭǘ 

tŀǎǎǿƻǊŘέ ǘƻ ǎŜǘ ǘƘŜ ŘŜŦŀǳƭǘ username and password of each camera. 

 

 
 

ü Add Manually 

Enter the IP address or domain name (click  in the IP address column to pop up the domain name input window, enter the domain name of the 

Lt/ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ ōǳǘǘƻƴ), port, username and password of the camera and then ǎŜƭŜŎǘ ǘƘŜ ǇǊƻǘƻŎƻƭΦ /ƭƛŎƪ ά¢Ŝǎǘέ ǘƻ ǘŜǎǘ ǘƘŜ 

effectiveness of the input information ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ōǳǘǘƻƴ (you can input one cameraΩǎ ƛƴŦƻǊƳŀǘƛƻƴ or above such as IP address, username 
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and password ōŜŦƻǊŜ ŎƭƛŎƪƛƴƎ ά!ŘŘέ ōǳǘǘƻƴύ. Click  to delete the camera. /ƭƛŎƪ ά5ŜŦŀǳƭǘ tŀǎǎǿƻǊŘέ ǘƻ ǎŜǘ ǘƘŜ ŘŜŦŀǳƭǘ ǳǎŜǊƴŀƳŜ ŀnd password 

of each camera. 
 

Note: Some models may not support this function.  

Click StartĄSettingsĄSystemĄBasicĄGeneral Settings to ŎƘŜŎƪ ά9ƴŀōƭŜ !ŘŘ Lt/ ōȅ ½ŜǊƻ hǇŜǊŀǘƛƻƴέΦ If the NVR has unoccupied channels, it can 

add IPC without any operation by restarting. 
 
ü Add Recorder 

 

 
 

 ̧   Quickly Add̔ Select the searched NVR/DVR ŀƴŘ ǘƘŜ ŎƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ b±w in the same local network.  

 ̧   Manually Add̔ /ƭƛŎƪ άaŀƴǳŀƭ !ŘŘέ and then enter the IP address or domain name, port, username and password of the NVR/DVR. 

Check the added remote channel number and cƭƛŎƪ ά¢Ŝǎǘέ ǘƻ ǘŜǎǘ ǘƘŜ effectiveness of the input information. Then ŎƭƛŎƪ άhYέ ōǳǘǘƻƴ ǘƻ 

return to the previous interface. 

 

 
 

Note: Only the local NVR has unoccupied channels, may the IPC of other NVR/DVR in the same local network be added. And the added IPC 

supports previewing and recording.  

 
4.1.2  Edit Camera 

Click άEdit Cameraέ ƛƴ ǘƘŜ ǎŜǘǳǇ ǇŀƴŜƭ to go to the interface as shown below. Click  to view the live image of the camera in the popup window. 

Click  to edit the camera (see Add camera in 3.1 Startup Wizard for details). Click  to delete the camera. Click  ƛƴ ǘƘŜ άhǇŜǊŀǘƛƻƴέ 

ƘŜŀŘŜǊ ƭƛƴŜ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άaƻŘƛŦȅ Lt/ tŀǎǎǿƻǊŘέ ǘƻ ǇƻǇ ǳǇ ŀ ǿƛƴŘƻǿόŎƘŜŎƪ ǘƘŜ Lt/ǎ in the windowΣ ǎŜǘ ǘƘŜ ƴŜǿ ǇŀǎǎǿƻǊŘ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ 

button; only the online IPCsΩ ǇŀǎǎǿƻǊŘs can be modified and a batch of IPCsΩ ǇŀǎǎǿƻǊŘǎ can be modified at the same time). Click  to upgrade an 

online IPC ( or click  ƛƴ ǘƘŜ ά¦ǇƎǊŀŘŜέ ƘŜŀŘŜǊ ƭƛƴŜ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άLt/ .ŀǘŎƘ ¦ǇƎǊŀŘŜέ ǘƻ upgrade a batch of IPCs), select the device which stores 

the upgrade file ƛƴ ǘƘŜ ά5ŜǾƛŎŜ bŀƳŜέ item of the popup window and the upgrade file in the list(you should select the upgrade IPC model in the 

window if a batch of IPCsΩ ǇŀǎǎǿƻǊŘǎ need to be modified) and then ŎƭƛŎƪ ά¦ǇƎǊŀŘŜέ button to start upgrading(the IPC will restart automatically after 

the upgrade is completed successfully). 
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The IP cameras with PoE function which directly connect to the PoE port of the NVR will be displayed automatically in the camera list. Refer to the 

picture below. The IP camera which occupies the PoE resource has a prefix shown before its camera name. The prefix consists of PoE plus PoE port 

number. The IP camera which connects to the PoE port cannot be deleted from the camera list manually.     
 

 ̧ The IP camera which directly connects to the PoE port of the NVR through private protocol will be shown automatically in the camera list.  

 ̧ One of the two conditions must be met if the IP camera which directly connects to the PoE port of the NVR through ONVIF protocol should be 

shown automatically in the camera list.  

V The IP camera which directly connects to the PoE port is in the same network segment with the internal Ethernet port.  

V The DHCP (obtain an IP address automatically) of the IP camera which directly connects to the PoE port is enabled.  
 

If the IP camera which connects to the PoE port cannot be displayed automatically in the camera list, please refer to Q6 in Appendix A FAQ for details. 

 

4.2  Add/Edit Camera Group 

4.2.1  Add Camera Group 

/ƭƛŎƪ ά9Řƛǘ /ŀƳŜǊŀ DǊƻǳǇέ in the above interface to go to the interface as shown below.  
 

 
 

Click  to pop up the window as shown below. Set the group name and dwell time (the dwell time of the camera group sequence view) in the 

window. Check the cameras ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ǘƻ add group. Click  to view the cameras in the group after adding group. 
 

 
 

4.2.2  Edit Camera Group 
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Click  to modify the group information such as group name and dwell time. Click  to delete the group. 

 

4.2.3 IP Planning 

Some models may not support this function. 

/ƭƛŎƪ άLt tƭŀƴƴƛƴƎέ ǘƻ Ǝƻ ǘƻ ǘƘŜ ƛƴǘŜǊŦŀŎŜ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ This function supports searching other NVRs/DVRs that is in the same local network as 

the local NVR. The user may add camera channels of other NVRs/DVRs into the unoccupied channels of the local NVR.  

 

 
 

Click  to edit the IP address, user name or password and other information of the NVRs.  

Click  ōŜƘƛƴŘ άAŘŘέ button to add the camera channels selected and the user may edit the IP address, user name or password by 

clicking  ōŜƘƛƴŘ άEŘƛǘέ button. 
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5 Live View Introduction 

5.1  Live View Interface Introduction 

You should add camera first after logging on to the system (see 4.1.1 Add Camera for details). Refer to the interface as shown below, drag one camera 

in the preview window to another window for camera window exchanging.  

The record symbols with different colors in the live view window refer to different record types when recording: green stands for manual record, red 

stands for sensor based record, yellow stands for motion based record, blue stands for schedule record and cyan stands for intelligence record.  
 

 
 

Click the preview window to show the tool bar as shown in area ; right click the preview window to show the menu list. The tool bar and menu 

list are introduced in the table below. 
 

Button Menu List Meaning 

 -- Move tool. Click it to move the tool bar anywhere. 

 
Manually Record On Click it to start recording. 

 Instant Playback 
Click  to playback the record; cƭƛŎƪ άLƴǎǘŀƴǘ Playbackέ ǘƻ ǎŜƭŜŎǘ 
or self-define the instant playback time. See 8.1 Instant Playback for 
details. 

 Enable Audio 
Click it to enable audio. You can listen to the camera audio by 
enabling audio. 

 Snap 
/ƭƛŎƪ ƛǘ ǘƻ ǇƻǇ ǳǇ ǘƘŜ ǎƴŀǇ ǿƛƴŘƻǿΦ /ƭƛŎƪ ά{ŀǾŜέ ƛƴ ǘƘŜ ǿƛƴŘƻǿ to 
ǎŀǾŜ ǘƘŜ ƛƳŀƎŜΦ /ƭƛŎƪ ά9ȄǇƻǊǘέ ǘƻ ŜȄǇƻǊǘ ǘƘŜ ƛƳŀƎŜΦ 

 PTZ Control Click it to go to PTZ control interface. See Chapter 6 PTZ for details. 

 Zoom In Click it to go to single channel amplification interface. 

 -- 
Click it to go to image adjustment interface. Refer to 5.3.4 Image 
Adjustment for details. 

 
Target detection 

Click it to go to single channel target detection interface; the target 
includes faces, human bodies and vehicles. 

-- Camera Info Click it to view the camera information. 

 

The single channel amplification interface is as shown below. Press and drag the blue box to select the zoom in area. Click  /  to zoom the 

image. /ƭƛŎƪ ǘƘŜ ŎŀƳŜǊŀ ǎŜƭŜŎǘƛƻƴ ōƻȄ ǘƻ ǎŜƭŜŎǘ ƻǘƘŜǊ ŎŀƳŜǊŀǎ ŦƻǊ ŀƳǇƭƛŦƛŎŀǘƛƻƴΦ /ƭƛŎƪ ά.ŀŎƪέ ǘƻ ǊŜǘǳǊƴ ǘƻ ǘƘŜ live view interface. 
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5.2  View Mode  

5.2.1  Display Mode  

{Ŝǘ ŘƛŦŦŜǊŜƴǘ ǎŎǊŜŜƴ ƳƻŘŜǎ ŀƴŘ ŎŀƳŜǊŀǎΩ ŘƛǎǇƭŀȅ ǎŜǉǳŜƴŎŜǎ ŀǎ needed and then save the display modes classified by surveillance areas, priorities 

and so on. Refer to the picture below. Double click one display mode in the display mode list to view the live images in this mode. 
 

 
 

ü Add Display Mode 

Method One:  

ŵ /ƭƛŎƪ ά/ǳǎǘƻƳƛȊŜ 5ƛǎǇƭŀȅ aƻŘŜǎέ ƛƴ ǘƘŜ ŀōƻǾŜ ƛƴǘŜǊŦŀŎŜ  

Ŷ Click  to add a display mode name and then set the screen mode. 

ŷ !ŘŘ ǘƘŜ ŎŀƳŜǊŀǎ ŀƴŘ ŀŘƧǳǎǘ ǘƘŜ ŎŀƳŜǊŀǎΩ ŘƛǎǇƭŀȅ ǎŜǉǳŜƴŎŜ ŀǎ ǊŜǉǳƛǊŜŘΦ 

Ÿ Click  under the display mode list.  
 

Method Two:  

ŵ Click StartĄSettingsĄSystemĄBasicĄOutput Settings to go to the interface and then set the screen mode. 

Ŷ Double click the camera or camera group in the list to add them to the selected window.  

ŷ Click  to save the current display mode (refer to 5.2.4 Scheme View in Sequence for detail configurations). The display mode will be saved 

and displayed in the display mode list in the live preview interface.    
 

ü Edit Display Mode 

/ƭƛŎƪ ά/ǳǎǘƻƳƛȊŜ 5ƛǎǇƭŀȅ aƻŘŜǎέ ǘŀō ƛƴ ǘƘe live preview interface and then select one display mode in the list. Click  to edit the display mode 
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name; click  to delete the display mode. 
 

5.2.2 Quick Sequence View 

You can start quick sequence view if the scheme has not been created. If the scheme has been created, please refer to 5.2.4 Scheme View in Sequence 

for details.  
 

 
 

Go to the live view interface and then click  to pop up a little window. Set the dwell time in the window and then click  to view the live 

group by group according to the camera number of the current screen mode. Double click the sequence view interface to pause the view; double 

click again to restore the view. Click  to stop the view. 

 

5.2.3  Camera Group View In Sequence 

You can start camera group view in sequence if camera group has been created (see 4.2.1 Add Camera Group for details).  

ŵ Go to the live view interface and then select a camera window.  

 

 
 

Ŷ Double click one camera group on the right side of the interface. The cameras in the group will start camera group view one by one in the 

selected camera window. 

You can also drag the group directly to any preview window. Right click on the group view window and then ŎƭƛŎƪ άClose Dwellέ button to stop the 

view. 
 

¸ƻǳ Ŏŀƴ ŀƭǎƻ ŀŘŘ ŎŀƳŜǊŀ ƎǊƻǳǇ ƛƴ ǘƘŜ ƭƛǾŜ ǾƛŜǿ ƛƴǘŜǊŦŀŎŜΦ {ŜƭŜŎǘ ά{ƛƴƎƭŜ /ƘŀƴƴŜƭ {ŜǉǳŜƴŎŜǎέ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ  to add camera group. Click  
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to modify the group name and sequence interval. Click  to delete the group. 
 

5.2.4  Scheme View In Sequence 

Click StartĄSettingsĄSystemĄBasicĄOutput Settings to go to the interface as shown below.  

Area  displays all the dwell schemes; area  shows the detailed information of the scheme; area  ŘƛǎǇƭŀȅǎ ŀƭƭ ǘƘŜ ŎŀƳŜǊŀǎ ŀƴŘ ƎǊƻǳǇǎΤ area 

 is the tool bar ( : clear button; : favorite button, click it to pop up a window, enter the display mode name in the window and then click 

άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ŎǳǊǊŜƴǘ ŘƛǎǇƭŀȅ ƳƻŘŜ; other buttons are screen mode buttons). 
 

 
 

ü Add Scheme 

Click  in area  to create a new scheme. Click  on the top right corner of the scheme to delete it. 
 

ü Configure Scheme 

a) Select a scheme in area  and then click the screen mode button on the tool bar to set the screen mode of the scheme.  

b) {ŜƭŜŎǘ ŀ ŎŀƳŜǊŀ ǿƛƴŘƻǿ ƛƴ ŀǊŜŀ  ŀƴŘ ǘƘŜƴ ŘƻǳōƭŜ ŎƭƛŎƪ the camera or group in area . The camera or group will be added into the selected 

window. One camera in the same scheme cannot repeat. You can click the right-ŎƭƛŎƪ ƳŜƴǳ ά/ƭŜŀǊέ ƛƴ ŀǊŜŀ  to remove a single camera or click 

 to remove all the cameras. 

c) /ƭƛŎƪ ά!ǇǇƭȅέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
 

ü Start Sequence View 

Go to the live view interface and then click  to open a window. Set the dwell time in the window and then click  to start scheme view in 

sequence. Double click the sequence view interface to pause the view; double click again to restore the view. Click  to stop the view. 
 

5.3  Image Configuration 

5.3.1  OSD Settings 

Click StartĄSettingsĄCameraĄImageĄOSD Settings to go to the interface as shown below. Select the camera, enter the camera name (or double 

click the camera name in the camera list to change the camera name), enable or disable the name and time OSDs (if enabled, drag the red name and 

ǘƛƳŜ h{5ǎ ŘƛǊŜŎǘƭȅ ƛƴ ǘƘŜ ƛƳŀƎŜ ǾƛŜǿ ŀǊŜŀ ǘƻ ŎƘŀƴƎŜ ǘƘŜ h{5ǎΩ ŘƛǎǇƭŀȅ Ǉƻǎƛǘƛƻƴύ ŀƴŘ ǎŜƭŜŎǘ ǘƘŜ ŘŀǘŜ ŀƴŘ ǘƛƳŜ ŦƻǊƳŀǘǎΦ /ƭƛŎƪ ά!ǇǇƭȅέ ǘƻ ǎŀǾŜ ǘƘŜ 

settings. 
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5.3.2  Image Settings 

Click StartĄSettingsĄCameraĄImageĄImage Settings to go to the following interface. Select the camera and then set the brightness, contrast, 

saturation and hue of the camera. /ƭƛŎƪ ά!ŘǾŀƴŎŜŘέ ōǳǘǘƻƴ ƻǊ  in the camera list on the right side of the interface ǘƻ ǇƻǇ ǳǇ άLƳŀƎŜ !ŘƧǳǎǘέ 

interface and then set the relevant setting items. Please refer to 5.3.4 Image Adjustment for detailed introductions of these items. 

¸ƻǳ Ŏŀƴ ŎƭƛŎƪ ά5ŜŦŀǳƭǘέ ǘƻ ǊŜǎǘƻǊŜ ǘƘŜ ƛƳŀƎŜ ǎŜǘǘƛƴƎǎ ǘƻ ǘƘŜ default factory settings. 

 

 

 
5.3.3  Mask Settings 

Some areas of the image can be masked for privacy. Up to four mask areas can be set for each camera. Click StartĄSettingsĄCameraĄImageĄMask 

Settings to go to the interface as shown below. Select the camera and ŜƴŀōƭŜ ǘƘŜ ƳŀǎƪΦ /ƭƛŎƪ ά5Ǌŀǿέ ōǳǘǘƻƴ ŀƴŘ ǘƘŜƴ ŘǊŀƎ ǘƘŜ ƳƻǳǎŜ ƻƴ ǘƘŜ ƛƳŀƎŜ 

area to set the mask area; cƭƛŎƪ ά5ŜƭŜǘŜέ ōǳǘǘƻƴ ǘƻ ŘŜƭŜǘŜ ǘƘŜ Ƴŀǎƪ ŀǊŜŀǎΤ ŎƭƛŎƪ ά!ǇǇƭȅέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
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5.3.4  Image Adjustment 

Go to the live view interface and then click  button on the tool bar under the camera window to go to the image adjustment interface.  
 

 
 

ü Image Adjustment 

{ŜƭŜŎǘ ǘƘŜ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άLƳŀƎŜ !ŘƧǳǎǘmentέ ǘƻ Ǝƻ ǘƻ ƛƳŀƎŜ ŀŘƧǳǎǘƳŜƴǘ ǘŀōΦ wŜŦŜǊ ǘƻ ǘƘŜ ŀōƻǾŜ ǇƛŎǘǳǊŜΦ 5ǊŀƎ ǘƘŜ ǎƭƛŘŜǊ ǘƻ ǎŜǘ ǘƘŜ ŎŀƳŜǊŀΩǎ 

brightness, contrast, saturation and hue value. Check sharpen, wide dynamic and denoise and then drag the slider to set the value. /ƭƛŎƪ ά5ŜŦŀǳƭǘέ 

button to set these parameters to default values.  

The introductions of these parameters are as follows: 
        

Parameter Meaning 

Brightness Lǘ ƛǎ ǘƘŜ ōǊƛƎƘǘƴŜǎǎ ƭŜǾŜƭ ƻŦ ǘƘŜ ŎŀƳŜǊŀΩǎ ƛƳŀƎŜΦ 

Contrast It is the color difference between the brightest and darkest parts. 

Saturation It is the degree of color purity. The color is purer, the image is brighter.  

Hue It relates to the total color degree of the image. 

Sharpen 
It relates to the resolution level of the image plane and the sharpness level of the 
image edge. 

Wide Dynamic 

The wide dynamic range (WDR) function helps the camera provide clear images 
even under back light circumstances. When there are both very bright and very 
dark areas simultaneously in the field of view, WDR balances the brightness level 
of the whole image and provide clear images with details. 

Denoise 
Decrease the noise and make the image more thorough. Increasing the value will 
make the noise reduction effect better but it will reduce the image resolution. 

White Balance Adjust the color temperature according to the environment automatically. 

BLC 

HLC: lowers the brightness of the entire image by suppressing the brightness of the 
ƛƳŀƎŜΩǎ ōǊƛƎƘǘ ŀǊŜŀ ŀƴŘ ǊŜŘǳŎƛƴƎ ǘƘŜ ǎƛȊŜ ƻŦ ǘƘŜ Ƙŀƭƻ ŀǊŜŀΦ 
BLC: If enabled, the auto exposure will activate according to the scene so that the 
object of the image in the darkest area will be seen clearly. 

Corridor 
Pattern 

0°, 90°, 180° or 270° can be selected. (Only some cameras support this pattern)  

Image Mirror Turn the current video image horizontally. 

Image Flip Turn the current video image vertically. 

High FPS Mode 
IƛƎƘ ŦǊŀƳŜ ǊŀǘŜ ƳƻŘŜΣ ƛŦ ƛǎ ƛǘ ŜƴŀōƭŜŘΣ ǘƘŜ ŦǊŀƳŜ ǊŀǘŜ ƻŦ ǘƘŜ ŎŀƳŜǊŀΩǎ Ƴŀƛƴ ǎǘǊŜŀƳ 
can be set to 1080P/720P @60fps/50fps. (Only some cameras support this mode) 

 

Note: The above-mentioned descriptions of the image parameters are for reference only. The cameras made by different manufacturers may have 

different parameter settings.  

 

ü Lens Control 

{ŜƭŜŎǘ ǘƘŜ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά[Ŝƴǎ /ƻƴǘǊƻƭέ ǘƻ Ǝƻ ǘƻ ƭŜƴǎ ŎƻƴǘǊƻƭ ǘŀōΦ /ƭƛŎƪ  or  to adjust the zoom and focus parameters of the 

ŎŀƳŜǊŀΩǎ ƭŜƴǎΦ /ƭƛŎƪ ά{ŀǾŜέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
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The introductions of these parameters and buttons are as follows. 

Button/Parameter Meaning 

 Click  /  to zoom in/out  the image. 

Focus Mode 
If manual mode is selected, focus button & άhƴŜ YŜȅ CƻŎǳǎέ & ά5ŀȅκƴƛƎƘǘ 
ƳƻŘŜ ǎǿƛǘŎƘ ŀǳǘƻŦƻŎǳǎέ ǿƛƭƭ ōŜ ŀǾŀƛƭŀōƭŜΤ ƛŦ ŀǳǘƻ ƳƻŘŜ ƛǎ ǎŜƭŜŎǘŜŘΣ ǘƘŜ ǘƛƳŜ 
interval setup will be available. 

 Click  /  to increase/decrease the focal length.  

 Click it to focus instantly.  

Day/night mode 
switch autofocus 

If checked, the lens will focus automatically when the camera is switching 
day/night mode.  

Time Interval 
It is the time interval when camera lens is auto-focusing. The interval can 
be set in the drop-down list.  

 
 
 
 

5.3.5 Fisheye Settings 

Some models may not support this function. 

Click StartĄSettingsĄCameraĄImageĄFisheye Settings to go to the interface as shown below. Select the camera and the mode of fisheye and 

installation.  
 

 
 
 
 
 
 

Note: This function is only available for motorized zoom camera, or the settings here are ineffective. 
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6 PTZ 
 

6.1 PTZ Control Interface Introduction 

You can control the IP dome or PTZ which connects to the IP camera for PTZ control. 

Click  on the tool bar at the bottom of the live preview window to go to the PTZ control interface as shown below. 

 

 
 

The direction, zoom, focus, iris and speed can be controlled in the small PTZ control window. 

Right click the PTZ/speed ŘƻƳŜ ŎŀƳŜǊŀ ǿƛƴŘƻǿ ŀƴŘ ǎŜƭŜŎǘ άt¢½ /ƻƴǘǊƻƭέ ǘƻ Ǝƻ ǘƻ ǘƘŜ t¢½ ŎƻƴǘǊƻƭ ǇŀƴŜƭ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ 
 

  
 

Introductions of the buttons on the bottom right of the interface: 
 

Button Meaning 

 

Click  /  /  /  /  /  /  / 

 to rotate the dome. Click  to stop rotating the dome. 

 Click  /  to zoom in / out the camera image.  

 Click  /  to increase / decrease the focal length.  

 Click  /  to increase / decrease the iris of the dome.  

 
Drag the slider to adjust the rotating speed of the dome. 

 /  Click  /   to start / stop recording. 

 /  Click  /  to hide / show the analog joystick. 

 Click it to return to the live view interface. 

 

ü Analog Joystick Control 

The analog joystick on the left side of the interface provides quick PTZ control. The dome or PTZ will rotate when you drag the analog joystick. The 

farther you drag the analog joystick from the middle of the image, the faster the dome or PTZ rotates. The dome or PTZ will stop rotating when you 
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stop dragging the analog joystick.  
 

ü 3D Control 

Click the camera image on any area and then the image will be centered on the clicked point. 

Refer to the picture as shown below. Drag the mouse from A to B to get a green rectangle and the rectangle area will be zoomed in.  

 

 
 

Refer to the picture as shown below. Drag the mouse from C to D to get a green rectangle and the rectangle area will be zoomed out. 

 

 
 

ü Advanced 3D Control 

Double click the left button of the mouse on any area of the camera image and then the image size will be doubled and centered on the clicked point.  

Press and hold the left button of the mouse on any area of the camera image to zoom in the image; press and hold the right button to zoom out the 

image. 

Move the cursor of the mouse to the camera image and then slide the scroll wheel of the mouse forward to zoom in the image, slide the scroll wheel 

of the mouse backward to zoom out the image.  
 

ü Preset Setting 

/ƭƛŎƪ άtǊŜǎŜǘέ ǘƻ Ǝƻ ǘƻ ǇǊŜǎŜǘ ƻǇŜǊŀǘƛƻƴ ǘŀō and then cƭƛŎƪ ά!ŘŘέ ōǳǘǘƻƴ ǘƻ pop up a window as shown below. Select the preset and then enter the 

preset name in the window; fƛƴŀƭƭȅ ŎƭƛŎƪ άhYέ ōǳǘǘƻƴ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ You can add 255 presets for each dome at most. 
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AŘƧǳǎǘ ǘƘŜ ŘƻƳŜΩǎ ŘƛǊŜŎǘƛƻƴ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά{ŀǾŜ tƻǎƛǘƛƻƴέ ǘƻ ǎŀǾŜ ǘƘŜ ŎǳǊǊŜƴǘ ǇǊŜǎŜǘ Ǉƻǎƛǘƛƻƴ όȅƻǳ Ŏŀƴ ŀƭǎƻ ŎƭƛŎƪ ŀƴƻǘƘŜǊ ǇǊŜset in the preset list and 

then save the preset position after adjusting the doƳŜΩǎ ŘƛǊŜŎǘƛƻƴύΤ click  in the preset list to call the preset; ŎƭƛŎƪ ά5ŜƭŜǘŜέ ōǳǘǘƻƴ ǘƻ ŘŜƭŜǘŜ ǘƘŜ 

selected preset.  

You can also go to preset setting interface for preset setting, see 6.2 Preset Setting for details. 
 

ü Cruise Setting 

/ƭƛŎƪ ά/ǊǳƛǎŜέ ǘƻ Ǝƻ ǘƻ ŎǊǳƛǎŜ ƻǇŜǊŀǘƛƻƴ ǘŀō and then cƭƛŎƪ ά!ŘŘέ ōǳǘǘƻƴ ǘƻ pop up a window as shown below left. You can add 8 cruises for each dome 

at most.  

 

 
 

 
 

ŵ Enter ǘƘŜ ŎǊǳƛǎŜ ƴŀƳŜ ƛƴ ǘƘŜ ά!ŘŘ /ǊǳƛǎŜέ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘ ǇǊŜǎŜǘέ ǘƻ ǇƻǇ ǳǇ ǘƘŜ ά!ŘŘ tǊŜǎŜǘέ ǿƛƴŘƻǿ ό.ŜŦƻǊŜ ŀŘŘƛƴƎ ǇǊŜǎŜt to the 

cruise, please add preset of the dome first). 

Ŷ Lƴ ǘƘŜ ά!ŘŘ tǊŜǎŜǘέ ǿƛƴŘƻǿΣ ǎŜƭŜŎǘ ǘƘŜ ǇǊŜǎŜǘ ƴŀƳŜΣ ǇǊŜǎŜǘ ǘƛƳŜ ŀƴŘ ǇǊŜǎŜǘ ǎǇŜŜŘ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ ōǳǘǘƻƴΦ 

ŷ Lƴ ǘƘŜ ά!ŘŘ /ǊǳƛǎŜέ ǿƛƴŘƻǿΣ ȅƻǳ Ŏŀƴ ŎƭƛŎƪ  to reselect the preset, then change the preset time and speed. Click  to delete the preset. 

/ƭƛŎƪ ά!ŘŘέ ōǳǘǘƻƴ ǘƻ ǎŀǾŜ ǘƘŜ ŎǊǳƛǎŜΦ  

 

Click  to start the cruise and click  to stop the cruise in the cruise list of the cruise operation tab; ŎƭƛŎƪ ά5ŜƭŜǘŜέ ōǳǘǘƻƴ ǘƻ ŘŜƭŜǘŜ ǘƘŜ 

selected cruise. 

You can also go to cruise setting interface for cruise setting, see 6.3 Cruise Setting for details. 

 

ü Cruise Group Settings 

On the right panel, click  ǘƻ Ǝƻ ǘƻ ǘƘŜ ŎǊǳƛǎŜ ƎǊƻǳǇ ǎŜǘǘƛƴƎ ǘŀōΦ /ƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ŀ ŎǊǳƛǎŜ ƎǊƻǳǇ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ 
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Lƴ ǘƘŜ ά!ŘŘ /ǊǳƛǎŜέ ǿƛƴŘƻǿΣ ǎŜƭŜŎǘ ǘƘŜ ŎǊǳƛǎŜ ƭƛƴŜ ƴŀƳŜΦ !ŦǘŜǊ ǘƘŀǘΣ ŎƭƛŎƪ άtƭŀȅέ ǘƻ Ǉƭŀȅ ǘƘŜ ŎǊǳƛǎŜ ƭƛƴŜǎ ƛƴ ǎŜǉǳŜƴŎŜΦ 

 

ü Trace Settings 

On the right panel, click  ǘƻ Ǝƻ ǘƻ ǘƘŜ ǘǊŀŎŜ ǎŜǘǘƛƴƎ ǘŀōΦ /ƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ǘƘŜ ǘǊŀŎŜ ƴŀƳŜΦ ¢ƘŜƴ ŎƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘƛǎ ƴŀƳŜΦ tƭŜŀǎŜ ǊŜŦŜǊ ǘƻ ǘƘŜ 

following picture. 

 

 
 

!ŦǘŜǊ ǘƘŀǘΣ ŎƭƛŎƪ ά{ǘŀǊǘ wŜŎƻǊŘέ ǘƻ ǊŜŎƻǊŘ ǘƘŜ ǘǊŀŎŜΦ ¢ƘŜƴ ŎƭƛŎƪ ά{ǘƻǇ wŜŎƻǊŘέ ǘƻ ŦƛƴƛǎƘ ǊŜŎƻǊŘƛƴƎΦ /ƭƛŎƪ  to play the recorded trace. Click  to 

delete the trace. 
 

6.2  Preset Setting  

Click StartĄSettingsĄCameraĄPTZĄPreset to go to the interface as shown below.  
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ü Add preset 

{ŜƭŜŎǘ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ button to add preset; or click  in the camera list on the right side of the interface to display the preset 

information of the dome and then click  to add preset. ¢ƘŜ ƻǇŜǊŀǘƛƻƴǎ ƻŦ ǘƘŜ ά!ŘŘ tǊŜǎŜǘέ ǿƛƴŘƻǿ ŀǊŜ ǎƛƳƛƭŀǊ ǘƻ ǘƘŀǘ ƻŦ ǘƘŜ t¢½ ŎƻƴǘǊƻƭ 

interface; please see 6.1 PTZ Control Interface Introduction for details.  
 

ü Edit preset 

Select camera and preset. You can enter the new name of the preset and then click  to save the new preset name. Adjust the rotating speed, 

ǇƻǎƛǘƛƻƴΣ ȊƻƻƳΣ ŦƻŎǳǎ ŀƴŘ ƛǊƛǎ ƻŦ ǘƘŜ ǇǊŜǎŜǘ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά{ŀǾŜ tƻǎƛǘƛƻƴέ ǘƻ ǎŀǾŜ ǘƘŜ ǇǊŜǎŜǘΦ  
 

ü Delete Preset 

{ŜƭŜŎǘ ŎŀƳŜǊŀ ŀƴŘ ǇǊŜǎŜǘ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά5ŜƭŜǘŜέ ǘƻ ŘŜƭŜǘŜ ǘƘŜ ǇǊŜǎŜǘΦ 

 

6.3  Cruise Setting  

Click StartĄSettingsĄCameraĄPTZĄCruise to go to the interface as shown below.  

 

 
 

ü Add Cruise 

Click  in the camera list on the right side of the interface to display the cruise information of the dome and then click  to add cruise. 

¢ƘŜ ƻǇŜǊŀǘƛƻƴǎ ƻŦ ǘƘŜ ά!ŘŘ /ǊǳƛǎŜέ ǿƛƴŘƻǿ ŀǊŜ ǎƛƳƛƭŀǊ ǘƻ ǘƘŀǘ ƻŦ ǘƘŜ t¢½ ŎƻƴǘǊƻƭ ƛƴǘŜǊŦŀŎŜΤ ǇƭŜŀǎŜ ǎŜŜ 6.1 PTZ Control Interface Introduction for 
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details. 
 

ü Edit Cruise 

{ŜƭŜŎǘ ǘƘŜ ŎŀƳŜǊŀ ŀƴŘ ŎǊǳƛǎŜ ƛƴ ǘƘŜ ά/ǊǳƛǎŜέ ƛƴǘŜǊŦŀŎŜΦ Enter the new cruise name and then click  ǘƻ ǎŀǾŜ ǘƘŜ ŎǊǳƛǎŜ ƴŀƳŜΦ /ƭƛŎƪ ά!ŘŘ tǊŜǎŜǘέ 

to add preset to the cruise. Click  to edit the preset. Click  to delete the preset from the cruise. Click one preset in the preset list and then 

click  to move down the preset and click  to move up the preset. Click  to start the cruise and click  to stop it.   
 

ü Delete Cruise 

Click  in the camera list on the right side of the interface to display the cruise information of the dome and then click  on the top right 

corner of the cruise to delete the cruise. 

 

6.4 Cruise Group Settings 

Click StartĄSettingsĄCameraĄPTZĄCruise Group to go to the interface as shown below.  

 

 
 

ü Add Cruise Group 

/ƭƛŎƪ ά!ŘŘ /ǊǳƛǎŜέ ǘƻ ŀŘŘ ǘƘŜ ŎǊǳƛǎŜΣ ƻǊ ŎƭƛŎƪ  to extend the cruise list and then click  ǘƻ ŀŘŘ ǘƘŜ ŎǊǳƛǎŜΦ !ŦǘŜǊ ǘƘŀǘΣ ŎƭƛŎƪ άtƭŀȅέ ƻƴ 

the left panel as shown below to play the cruise lines in sequence. 

 

ü Delete Cruise 

In the cruise list, click  to delete the cruise. 

 

6.5 Trace Settings 

Click StartĄSettingsĄCameraĄPTZĄTrace to go to the interface as shown below.  

 

ü Trace Record 

{ŜƭŜŎǘ ǘƘŜ t¢½ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ƻǊ ŜȄǘŜƴŘ ǘƘŜ Lt/ ƛƴŦƻǊƳŀǘƛƻƴ ōȅ ŎƭƛŎƪƛƴƎ  and then click  to add a trace name. After 

ǘƘŀǘΣ ŎƭƛŎƪ ά{ǘŀǊǘ wŜŎƻǊŘέ ŀƴŘ ƳƻǾŜ ǘƘŜ ǎǇŜŜŘ ŘƻƳŜ ǘƻ ŎƘŀƴƎŜ ƛǘǎ Ǉƻǎƛǘƛƻƴ ŀƴŘ ǎŜǘ ƛǘǎ ǘǊŀŎŜΦ ¢ƘŜƴ ŎƭƛŎƪ ά{ǘƻǇ wŜŎƻǊŘέ ǘƻ ŎƻƳǇlete the trace record. 
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ü Play or Stop Trace 

Select the trace and click  to play the trace; click  to stop the trace. 

 

ü Modify the Trace Name 

On the left panel, enter new trace name and click  to modify and save the trace name. 

 

ü Delete the Trace  

Click  to delete the trace. Or put the cursor on the trace name (right panel) and then  will appear on the right corner of the trace name; 

click it to delete this trace. 

 

6.6 Task Settings 

Click StartĄSettingsĄCameraĄPTZĄTask to go to the interface as shown below.  

 

 
 

ŵ Select a PTZ camera. 

Ŷ Select function, such as preset, cruise, trace, random scanning, etc. 

ŷ Select a name, such as preset name, cruise name, etc. 

Ÿ Select the start and end time. 

Ź /ƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ǘƘŜ ǘŀǎƪΦ 

ź Click  to extend the tasks of the PTZ camera. Click  ōŜǎƛŘŜ ά9ƴŀōƭŜέ ǘƻ ŜƴŀōƭŜ ǘƘŜ ǘŀǎƪΦ !ŦǘŜǊ ǘƘŜ ǘŀǎƪ ƛǎ ŜƴŀōƭŜŘΣ ǘƘŜ t¢½ ŎŀƳŜǊŀ ǿƛƭƭ 

start the specific task at the specified time. 
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7 Record & Disk Management  

7.1  Record Configuration 

7.1.1  Mode Configuration 

Please format the HDDs before recording (refer to 7.4 Disk Management for details). Click StartĄSettingsĄRecordĄMode Settings to go to the 

mode settings interface. ̧ ƻǳ Ŏŀƴ ǎŜǘ ǘƘŜ ǊŜŎƻǊŘ ǘƛƳŜ ǳƴŘŜǊ ǘƘŜ άaŀƴǳŀƭ wŜŎƻǊŘ Settingsέ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ǇǇƭȅέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ ¢ƘŜǊŜ ŀǊŜ ǘǿƻ 

record modes: auto mode and manual mode. 
 

 
 

ü Auto Mode 
 

Motion Record: Motion alarm record will be enabled when motion alarm happens.  

Sensor Record: Sensor alarm record will be enabled when sensor alarm happens.  

Motion Record+Sensor Record: Motion/sensor alarm record will be enabled when motion/sensor alarm happens.  

Continuous Record+Motion Record: Normal record is enabled all the time; motion alarm record will be started when motion alarm happens.                                                                                                                                                                                                                           

Continuous Record+Sensor Record: Normal record is enabled all the time; sensor alarm record will be started when sensor alarm happens.     

Continuous Record+Motion Record+Sensor Record: Normal record is enabled all the time; motion/sensor alarm record will be enabled when 

motion/sensor alarm happens.    

Continuous Record+Motion Record+Sensor Record+ AI Record: Normal record is enabled all the time; motion/sensor/analytics alarm record will be 

enabled when motion/sensor/intelligence analytics alarm happens.    

¸ƻǳ Ŏŀƴ ŀŘŘ ƳƻǊŜ ŀǳǘƻ ƳƻŘŜǎ ƻƴ ƛƴǘŜƭƭƛƎŜƴŎŜ ǊŜŎƻǊŘΦ /ƭƛŎƪ ά!ŘǾŀƴŎŜŘέ ōǳǘǘƻƴ ǘƻ ǇƻǇ ǳǇ ŀ ǿƛƴŘƻǿ ŀǎ ǎƘƻǿƴ below. Check the modes in the window 

ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ōǳǘǘƻƴ ǘƻ ǎƘƻǿ ǘƘŜ ƳƻŘŜǎ ƛƴ ǘƘŜ ǊŜŎƻǊŘ ƳƻŘŜ ƭƛǎǘ όƛƴ ǘƘŜ ǿƛƴŘƻǿΣ ǘƘŜ ŎƘŜŎƪŜŘ ƳƻŘŜǎ Ŏŀƴ ōŜ ǎƘƻǿŜŘ ƛƴ ǘƘŜ record mode list 

while the unchecked modes cannot; you shall ŎƘŜŎƪ άAI Recordέ).  

 

 
 

Select one auto mode to pop up the corresponding window. Set the encode, GOP, resolution, FPS, bitrate type, quality, max bitrate and audio of each 

ŎŀƳŜǊŀ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ Please adjust the parameters according to the actual condition. 
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Video Encode: the available options will be H.265 and H.264 if the connected IP camera supports H.265, or the option will be H.264 only.  

GOP: group of pictures. 

Resolution: the higher the resolution is, the clearer the image is. 

FPS: the higher the frame rate is, the more fluency the video is. However, more storage room will be taken up. 

Bitrate Type: CBR and VBR are optional. CBR means that no matter how much change is seen in the video scene, the compression bitrate will be 

kept constant. VBR means that the compression bitrate will be adjusted according scene changes. For example, for scenes that do not have much 

movement, the bitrate will be kept at a lower value. This will help to optimize the network bandwidth. 
Quality: When VBR is selected, you need to choose image quality. The higher the image quality you choose, the more bitrate will be required. 

Max Bitrate: 32Kbps ~10240Kbps are optional. 

 

ü Customization Mode 

If the customization mode is selected, you need to set the record schedules of each camera. See 7.1.2 Schedule Settings for details. 
 

7.1.2 Schedule Settings 

ü  Add Schedule 

Click StartĄSettingsĄRecordĄaƻŘŜ {ŜǘǘƛƴƎ ǘƻ Ǝƻ ǘƻ ǘƘŜ ƳƻŘŜ ǎŜǘǘƛƴƎ ƛƴǘŜǊŦŀŎŜΦ ¢ƘŜƴ ǎŜƭŜŎǘ ά/ǳǎǘƻƳƛȊŀǘƛƻƴέ ƳƻŘŜ ŀƴŘ ŎƭƛŎƪ ά{ŎƘŜŘǳƭŜ 

ManagŜƳŜƴǘέ ǘƻ ǎŜǘ ǘƘŜ ǎŎƘŜŘǳƭŜ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ άнпʍ7έΣ άнпʍ5έ ŀƴŘ άнпʍ2έ ŀǊŜ ǘƘŜ ŘŜŦŀǳƭǘ ǎŎƘŜŘǳƭŜǎΤ ȅƻǳ Ŏŀƴƴƻǘ ŜŘƛǘ ƻǊ ŘŜƭŜǘŜ άнпʍтέ 

ǿƘƛƭŜ άнпʍ5έ ŀƴŘ άнпʍ2έ Ŏŀƴ ōŜ ŜŘƛǘŜŘ ŀƴŘ ŘŜƭŜǘŜŘΦ /ƭƛŎƪ ǘƘŜ ǎŎƘŜŘǳƭŜ ƴŀƳŜ ǘƻ ŘƛǎǇƭŀȅ ǘƘŜ ŘŜǘŀƛƭŜŘ ǎŎƘŜŘǳƭŜ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ ǘƘŜ left side of the 

interface. The seven rows stand for the seven days in a week and each row stands for 24 hours in a day. Blue stands for the selected time and gray 

stands for unselected time. 
 

 
 

/ƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ŀ ƴŜǿ ǎŎƘŜŘǳƭŜΦ wŜŦŜǊ ǘƻ ǘƘŜ ǇƛŎǘǳǊŜ ōŜƭƻw.  
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{Ŝǘ ǘƘŜ ǎŎƘŜŘǳƭŜ ƴŀƳŜ ŀƴŘ ǎŎƘŜŘǳƭŜ ǘƛƳŜ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŎƘŜŘǳƭŜΦ ¸ƻǳ Ŏŀƴ ǎŜǘ Řŀȅ ǎŎƘŜŘǳƭŜ ƻǊ ǿŜŜƪ ǎŎƘŜŘǳƭŜΦ : add button; 

: delete button. 
 

ü Set Day Schedule 

Click  and then drag the cursor on the time scale to set record time; click  and then drag the cursor on the time scale to delete the selected 

area. 

You can manually set the record start time and end time. Click  or  ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άaŀƴǳŀƭέ ƻƴ ŜŀŎƘ Řŀȅ ǘƻ ǇƻǇ up a window as shown 

ōŜƭƻǿΦ {Ŝǘ ǘƘŜ ǎǘŀǊǘ ŀƴŘ ŜƴŘ ǘƛƳŜ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
 

 
 

/ƭƛŎƪ ά!ƭƭέ ǘƻ ǎŜǘ ŀƭƭ Řŀȅ ǊŜŎƻǊŘƛƴƎΤ ŎƭƛŎƪ άwŜǾŜǊǎŜέ ǘƻ ǎǿŀǇ ǘƘŜ ǎŜƭŜŎǘŜŘ ŀƴŘ ǳƴǎŜƭŜŎǘŜŘ ǘƛƳŜ ƛƴ ŀ ŘŀȅΤ ŎƭƛŎƪ ά/ƭŜŀǊ !ƭƭέ ǘƻ clear all the selected area in 

a day.  

/ƭƛŎƪ ά/ƻǇȅ ¢ƻέ ǘƻ ŎƻǇȅ ǘƘŜ ǎŎƘŜŘǳƭŜ ƻŦ ǘƘŜ Řŀȅ ǘƻ ƻǘƘŜǊ ŘŀȅǎΦ wŜŦŜǊ ǘƻ ǘƘŜ ǇƛŎǘǳǊŜ ōŜƭƻǿΦ /ƘŜŎƪ ǘƘŜ Řŀȅǎ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ 

the settings. 
 

 
 

ü Set Week Schedule 

Click   or  and then cƭƛŎƪ άaŀƴǳŀƭέ ōŜǎƛŘŜ  to set the week schedule. Refer to the picture below. Set the start and end time, check the 

Řŀȅǎ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
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/ƭƛŎƪ ά!ƭƭέ ǘƻ ǎŜǘ ŀƭƭ ǿŜŜƪ ǊŜŎƻǊŘƛƴƎΤ ŎƭƛŎƪ άwŜǾŜǊǎŜέ ǘƻ ǎǿŀǇ ǘƘŜ ǎŜƭŜŎǘŜŘ ŀƴŘ ǳƴǎŜƭŜŎǘŜŘ ǘƛƳŜ ƛƴ ŀ ǿŜŜƪΤ ŎƭƛŎƪ ά/ƭŜŀǊ !ƭƭέ ǘƻ ŎƭŜŀǊ ŀƭƭ ǘƘŜ ǎŜƭŜŎǘŜŘ ŀǊŜŀ 

in a week. 

 

7.1.3 Advanced Configuration 

Click StartĄSettingsĄRecordĄAdvanced to go to the following interface. Enable or disable cycle record (cycle record: the earliest record data will 

be replaced by the latest when the disks are full). Choose the record stream. Set the pre-alarm record time, post-alarm record time and expiration 

ǘƛƳŜ ƻŦ ŜŀŎƘ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ǇǇƭȅέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
 

 
 

Pre-alarm Record Time: set the time to record before the actual recording begins. 

Post-alarm Record Time: set the time to record after the actual recording is finished. 

Expiration Time: set the expiration time for recorded video. If the set date is overdue, the recorded data will be deleted automatically. 
 

7.2  Encode Parameters Setting 

Click StartĄSettingsĄRecordĄEncode Parameters to go to the interface as shown below. Set the encode, resolution, FPS, GOP, bitrate type, quality, 

max bitrate ŀƴŘ ŀǳŘƛƻ ƻŦ Ƴŀƛƴ ǎǘǊŜŀƳ ŦƻǊ ŜŀŎƘ ŎŀƳŜǊŀ ƛƴ ά9ǾŜƴǘ wŜŎƻǊŘing Settingsέ ŀƴŘ άSchedule Recording Settingsέ ƛƴǘŜǊŦŀŎŜǎΦ /ƭƛŎƪ ά!ǇǇƭȅέ ǘƻ 

save the settings. You can set the record stream of each camera one by one or batch set them for all cameras. 
 

 
 

7.3  Record Mode 

7.3.1  Manual Recording 

Method One: Click  on the tool bar at the bottom of the live view interface to enable recording of the camera. 

Method Two: Go to the live view interface and then click the right-click menu άManually Record Onέ in the camera window or click  on the tool 

bar under the camera window to start recording.  
 
 
 Note: Click StartĄSettingsĄRecordĄMode Settings and then set the manual record time in the 

interface. Click ñApplyò to save the settings. 
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7.3.2  Timing Recording 

Timing Recording: the system will record automatically according to the schedule.  

Set the timing record schedule of each camera. See 7.1.2 Schedule Settings for details. 
 

7.3.3  Motion Based Recording 

Motion Based Recording: the system will start motion based recording when the motion object appears in the setup schedule. The setup steps are 

as follows: 

ŵ Set the motion based recording schedule of each camera. See 7.1.2 Schedule Settings for details. for details. 

Ŷ Enable the motion and set the motion area of each camera. See 11.2 Motion Alarm for details.  

The camera will start motion based recording once you finish the above settings.   
 

7.3.4  Sensor Based Recording 

ŵ Set the sensor based recording schedule of each camera. See 7.1.2 Schedule Settings for details. 

Ŷ {Ŝǘ ǘƘŜ bhκb/ ǘȅǇŜ ƻŦ ǘƘŜ ǎŜƴǎƻǊΣ ŜƴŀōƭŜ ǘƘŜ ǎŜƴǎƻǊ ŀƭŀǊƳ ŀƴŘ ǘƘŜƴ ŎƘŜŎƪ ŀƴŘ ŎƻƴŦƛƎǳǊŜ ǘƘŜ άwŜŎƻǊŘέΦ {ŜŜ 11.1 Sensor Alarm for details. 

 

7.3.5  AI Event Recording 

ŵ Set the analytics recording schedule of each IP camera. See 7.1.2 Schedule Settings for details. 

Ŷ Enable the intelligence alarm detection (object detection, exception, tripwire or intrusion) and draw alert surface or warning area of each IP 

camera. See 9 AI Event Management for details. 

The camera will start analytics recording once you finish the above settings. This function is only available for some IPCs. 

 

7.4  Disk 

7.4.1 Disk Management 

ü Disk Management 

Click StartĄSettingsĄDiskĄDisk aŀƴŀƎŜƳŜƴǘ ǘƻ Ǝƻ ǘƻ Řƛǎƪ ƳŀƴŀƎŜƳŜƴǘ ƛƴǘŜǊŦŀŎŜΦ ¸ƻǳ Ŏŀƴ ǾƛŜǿ ǘƘŜ b±wΩǎ Řƛǎƪ ƴǳƳōŜǊ ŀƴŘ Řƛǎƪ ǎǘŀǘǳǎ ŀƴŘ ǎƻ ƻƴ 

ƛƴ ǘƘŜ ƛƴǘŜǊŦŀŎŜΦ /ƭƛŎƪ άCƻǊƳŀǘέ ōǳǘǘƻƴ ǘƻ ŦƻǊƳŀǘ ǘƘŜ I55Φ 

 

 
 
Data Encryption: 

 /ƭƛŎƪ ά5ŀǘŀ 9ƴŎǊȅǇǘέΦ 

 9ƴǘŜǊ ǘƘŜ ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ ǳǎŜŘ ǘƻ ƭƻg in the NVR. This username and password shall have the permission of disk management. 

 Check the disk you want to encrypt and then enter the password. 

 

After you encrypt the data of a disk, this disk cannot be read by other NVRs unless it is unlocked. 

 

Data Decryption: 

 /ƭƛŎƪ ά/ƘŀƴƎŜ 9ƴŎǊȅǇǘέΦ 

 Enter the username and password used to log in the NVR. This user shall have the permission of disk management. 

 Check the disk you want to decrypt and then empty the password. 

 /ƭƛŎƪ ά/ƭƻǎŜ 9ƴŎǊȅǇǘέΦ 

 

Unlock the disk: when one encrypted disk is transferred from another NVR to this NVR, it will be in locked status. Then you can select this locked 

Řƛǎƪ ŀƴŘ ŎƭƛŎƪ ά¦ƴƭƻŎƪέΦ !ŦǘŜǊ ȅƻǳ ŜƴǘŜǊ ǘƘŜ ǇŀǎǎǿƻǊŘ ƻŦ ƛǘǎ Řŀǘŀ ŜƴŎǊȅǇǘƛƻƴΣ ƛǘǎ ǎǘŀǘǳǎ ǿƛƭƭ ōŜ άwŜŀŘ hƴƭȅέΦ Now you can read the data of this disk 

but it cannot be written anything.  

 
Some models may not support RAID function. The settings of RAID are as followings. Please skip the settings of physical disk, array and disk mode if 

ǘƘŜ b±w ŘƻŜǎƴΩǘ ǎǳǇǇƻǊǘ ǘƘƛǎ Ŧunction.  
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ü RAID 
 Enable RAID  

(Go to StartĄSettingsĄDiskĄDisk Mode) 
 

 
 

 Create an array. (Go to StartĄSettingsĄDiskĄPhysical Disk) 

ŀΦ /ƭƛŎƪ άtƘȅǎƛŎŀƭ 5ƛǎƪέ ǘŀō ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά/ǊŜŀǘŜ ŀƴ ŀǊǊŀȅέΦ 

b. Enter the user name and password which has the authority ƻŦ 5ƛǎƪ aŀƴŀƎŜƳŜƴǘΦ LŦ ȅƻǳ ŘƻƴΩǘ ƘŀǾŜ ƻƴŜΣ ȅƻǳ Ŏŀƴ ǳǎŜ ǘƘŜ ǳǎŜǊ ƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘ 

that you login system (the default username: admin; the default password:123456). 

c. Enter array name and select array type (like RAID5). 

 

 
 
d. Select physical disk. 

If you have 16 disks, please check 15 disks. The remaining one should be set to a hot spare. 

If higher data security is needed, you can decrease physic disks and increase hot spare disks. Please set them as needed. 
 

 
 

e. Select a hot spare.  In the physical disk interface, select the disk that is not in the array and click  as shown in the following pictures. 
 

a 

C 

b 
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 ̧ RAID Rebuilding 

If one of your disks is broken, the disk indicator on the front panel will turn red. Of course, a warning tip will pop up if the relevant HDD exception 

alarm is set. You need to rebuild the RAID after you replace the broken disk with a new one. 
 

 
 
Click the above circled icon and then select the physical disk to rebuild. 
 

 

 
7.4.2  Storage Mode Configuration 

Click StartĄSettingsĄDiskĄStorage Mode to go to the interface as shown below.  
 

 
 

By using disk group, you can correspond the camera to disk (the record data of the camera in the group will be stored into the disks in the same 

group). The NVR with e-SATA interface supports e-SATA recording. 

 

The added disks and cameras will be added into group one automatically. The disks and cameras in the groups can be deleted except group one 

(select a disk group and then click  on the top right corner of the added disk or camera to delete it from the group). The deleted disks and 

cameras will be moved into group one automatically.  
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Each group can add the disks and cameras from other groups. Each disk and camera can only be added into one group. Select a disk group and then 

click  ƛƴ ǘƘŜ Řƛǎƪ ƻǊ ŎŀƳŜǊŀ Ǌƻǿ ǘƻ ǇƻǇ ǳǇ ŀ ǿƛƴŘƻǿΦ /ƘŜŎƪ ǘƘŜ Řƛǎƪǎ ƻǊ ŎŀƳŜǊŀǎ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέΦ  

 
For the model with 2 or 4 HDD slots, BK group can be added. 

Click  to add the backup HDD. After account verification, select a HDD and then this HDD will be removed from the normal group to the 

backup group. Simultaneously, it will be formatted. Please back up all data of this HDD in advance when you want to remove it to the backup group. 

You can add cameras to this HDD. The added cameras can exist and be recorded both in one HDD of the normal group and the backup group. 

Note: Each HDD only can exist in one group. 

 
 

7.4.3  View Disk and S.M.A.R.T. Information 

Click StartĄSettingsĄDiskĄView Disk Information to view the HDD information; ŎƭƛŎƪ ά{ΦaΦ!ΦwΦ¢Φ LƴŦƻǊƳŀǘƛƻƴέ ǘƻ ǾƛŜǿ ǘƘŜ working status of the 

HDD. Refer to the picture below. 
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8 Playback & Backup 
8.1  Instant Playback 

Click  on the tool bar at the bottom of the preview camera window to play back the record (click  on the tool bar at the bottom of the live 

view interface to set the default playback time). Refer to the picture below. Drag the playback progress bar to change the playback time. You can also 

click the right-click menu άLƴǎǘŀƴǘ tƭŀȅōŀŎƪέ in the camera window and then set the instant playback time to play back the record. 
 

 
 

8.2  Playback Interface Introduction 

Click  on the tool bar at the bottom of the live view interface or click StartĄPlayback to go to the playback interface as shown below (click  

on the tool bar at the bottom of the live view interface to set the default playback time).  
 

 
 

On panel on the right will show ȅƻǳΩǊŜ ǘƘŜ ŎƘŀƴƴŜƭ ƴǳƳōŜǊ ŀƴŘ ǘƘŜƛǊ ǊŜŎƻǊŘŜŘ Řŀǘŀ ŎƻŘŜŘ ōȅ ŎƻƭƻǊΦ ¢ƘŜ ōŀǊ ǘƘŀǘ Ǌǳƴǎ ŀŎǊƻǎǎ ǘƘŜƳ ǊŜǇǊŜǎŜƴǘǎ ǘƘŜ 

playback time being viewed. You can move this bar around. To export, highlight a section of the desired recording, click export and follow the prompts.  

You can export single or multiple channels at the same time. 
 

The added cameras will playback their records in the playback interface automatically. You can also add the playback camera manually. Click  in 

ǘƘŜ ǇƭŀȅōŀŎƪ ǿƛƴŘƻǿ ǘƻ ǇƻǇ ǳǇ ǘƘŜ ά!ŘŘ /ŀƳŜǊŀέ ǿƛƴŘƻǿΦ /ƘŜŎƪ ǘƘŜ ŎŀƳŜǊŀǎ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ǇƭŀȅōŀŎƪ Ŏamera. The 

system supports a maximum of 16 synchronous playback cameras. 
 

The buttons on the tool bar (area ) at the bottom of the playback interface are introduced in the table below. 
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Button Meaning 

 Start button. Click it to pop up area . 

 
Full screen button. Click it to show full screen; click it again to exit the full 
screen. 

 Screen mode button. 

 OSD ON button. Click it to enable OSD; click it again to disable OSD. 

 Quick channel selection button 

 Stop button. 

 Rewind button. Click it to play video backward. 

 Play button. Click it to play video forward. 

 Pause button. 

 Deceleration button. Click it to decrease the playing speed. 

 Acceleration button. Click it to increase the playing speed. 

 
Previous frame button. It works only when the forward playing is paused in 
single screen mode. 

 
Next frame button. It works only when the forward playing is paused in single 
screen mode. 

 
Click  to step backward 30s and click  to step forward 30s. 

 
Click it to enter the smart playback interface 

 
Event list/tag button. Click it to view the event record of 
manual/schedule/sensor/ motion and the tag information. 

 
Watermark button. Click it to enable watermark; click it again to disable 
watermark. 

 

 Backup button. Drag the mouse on the time scale to select the time 

periods and cameras, and then click the button to back up the record. : 
Backup status button. Click it to view the backup status. 

 
Back button. Click it to return. 

 
Introduction of area : 
 

Button Meaning 

 
Click it to go to record search and export interface; see 8.4 Record Search, 
Playback & Backup for details.  

 
Click it to Go to the live view interface; see Chapter 5 Live View 
Introduction for details.  

 Click it to go to the intelligent analytics interface. 

 

Click on the playback window to show the tool bar as shown in area ; right click on the window to show the menu list. The tool bar and menu list 

are introduced in the table below. 

 

Button Menu List Meaning 

 -- Move tool. Click it to move the tool bar anywhere. 

 Enable Audio 
Click it to enable audio. You can listen to the camera audio by 
enabling audio. 

 Snapshot Click it to snap. 

 Zoom In 

Click it to go to the zoom in interface. The zoom in interface is 
similar to that of the camera window in the live view interface. 

Click  to pause the record playing; click  to play the 
record. When the record is paused in forward playing mode, you 

can click  to view the previous frame and click  to 
view the next frame. 

 Add Tag 
Click it to add tag. You can play back the record by searching the 
added tag. Click it and then enter the tag name in the popup 
ǿƛƴŘƻǿΦ /ƭƛŎƪ ά!ŘŘέ ǘƻ ŀŘŘ ǘŀƎΦ 

 Switch Camera 
Click it to switch the playback camera. Click it and then check the 
ŎŀƳŜǊŀ ƛƴ ǘƘŜ ǇƻǇǳǇ ǿƛƴŘƻǿΦ /ƭƛŎƪ άhYέ ǘƻ ŎƘŀƴƎŜ ǘƘŜ ŎŀƳŜǊŀΦ 
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 Close Camera Click it to close the playback camera. 

 
Introduction of area : 

Click  to set the date; click  to set the time and then the playback camera will play the record from the time you set. You can check the 

record type as required for record playback; first you should click  on the tool bar at the bottom of the interface to clear all the playback camera, 

then check the record type ( : manual record; : sensor based record; : motion based record; : schedule record; : AI record; : 

POS record, if you want view the detailed smart playback icons, click  to switch). Finally, click  in the playback window to add camera for 

playback (the record time scale will show the record data of the checked record type only after the above operations).         
 

Introduction of the record time scale (area ύ: 

Click  to set the date; click  to set the time and then the playback camera will play the record from the time you set. 

A tool bar will appear after moving the mouse to the record time scale. Click  /  to zoom the timeline; click  to recover the timeline 

ǘƻ нп ƘƻǳǊǎΩ ǊŀǘƛƻΦ 5ǊŀƎ ǘƘŜ ǘƛƳŜƭƛƴŜ or slide the scroll wheel of the mouse on the time scale to show the hidden time on the top or bottom of the 

timeline. You can also click  to show the hidden time on the top of the timeline or click  to show the hidden time on the bottom of the 

timeline. Drag the slider at the bottom of the time scale to show the hidden playback cameras. 

The record time scale shows different record types with different colors. The green block stands for manual record, red block stands for sensor based 

record, yellow block stands for motion based record, blue block stands for schedule record and cyan block stands for intelligence record. Click the 

record block to set the time and then the playback camera will play the record from the time you set.  

Drag the color block on the time scale to select the backup area and then right click the area or click  to pop up an export information window. 

Click  button in the window to pop up the export window. Select the device, export path and ŦƻǊƳŀǘ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άExportέ ōǳǘǘƻƴ ǘƻ ǎǘŀǊǘ ǘƘŜ 

backup. 

 
 

8.3 Smart Playback 

In the playback interface, click  to go to the smart playback interface as shown below.  

 

 
 

The descriptions of buttons in the smart playback interface 

 

 Description 

 

 Full screen motion button. 

 
Draw grid. You can search the record of motion detection in the pre-defined 
area. 

 
Draw line. You can search the record of crossing the line after drawing the 
line. 

 
Draw quadrilateral. You can search the record in this quadrilateral after 
drawing it. 

 
Search by face 

 
Search by license plate number 

 Playback settings button 

 Return button. Click to return to the previous interface. 



Playback & Backup               NVR User Manual 

 

43 

 

8.3.1 Smart Playback Settings 

Click  to set the speed of non-ƛƴǘŜǊŜǎǘ ǾƛŘŜƻ όtƭŜŀǎŜ ǎƪƛǇ ǘƘƛǎ ƻƴŜ ƛŦ ȅƻǳ ŎƭƛŎƪ ά{ƪƛǇ ƴƻƴ-ƛƴǘŜǊŜǎǘ ǾƛŘŜƻέύΣ ά{ǇŜŜŘ ƻŦ ƛƴǘŜǊŜǎǘ ǾƛŘŜƻέ ŀƴŘ άLƴǘǊǳǎƛƻƴ 

ǇŜǊŎŜƴǘŀƎŜέΦ 

¸ƻǳ Ŏŀƴ ŘƛǎŀōƭŜ άbƻƴ-CƻŎǳǎέ ǘƻ ǾƛŜǿ ǘƘŜ ǾƛŘŜƻ ȅƻǳ ƛƴǘŜǊŜǎǘ ƛƴ ǘƘŜ ǊƛƎƘǘ ŎƻǊƴŜǊ ƻŦ ǘƘŜ ǎƳŀǊǘ playback interface. 

 

 
 

8.3.2 Smart Playback Based on Motion Detection 

 ̧ Smart Playback by Drawing Grid 

Click  and draw a rectangle in the desired area. Then the system will automatically search the record files of this area. The cyan blocks indicate 

that there are intelligent recording files. Move the cursor to such block and click to play the record. 

 
 ̧ Smart Playback by Drawing Line 

Click  and draw a line in the desired area. Then the system will automatically search the record files about crossing this line. The cyan blocks 

indicate that there are intelligent recording files. Move the cursor to such block and click to play the record. 

 

 
 

 ̧ Smart Playback by Drawing Quadrilateral  

Click  and draw a quadrangle in the desired area. Then the system will automatically search the record files of this area. The cyan blocks indicate 
that there are intelligent recording files. Move the cursor to such block and click to play the record.  

 

 
 

8.3.3 Smart Playback by Face Search 

Before starting this function, the face recognition function shall be enabled. Please see Face Recognition for details. If yoǳǊ ŘŜǾƛŎŜ ŘƻŜǎƴΩǘ ǎǳǇǇƻǊǘ 

such function, please skip the following instructions. 
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ː In the smart playback interface, click  to pop up the following window. 
 

 
     

ː Set similarity. The higher the sensitivity value is, the lower the searching accuracy is, and vice versa.  

ˑ Select targets. You can select targets from recent, face database, snapshot gallery or external faces. 

˒ Select search mode. There are two search modes: search by group and search by face. 

{ŜŀǊŎƘ ōȅ ƎǊƻǳǇΥ /ƘƻƻǎŜ άCŀŎŜ 5ŀǘŀōŀǎŜέ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άaƻǊŜέ ǘƻ ŎƘƻƻǎŜ ƻƴŜ ƻǊ ƳƻǊŜ ƎǊƻǳǇǎΦ 

Move the cursor to the time block where the record exists and click to play those records.  
 

8.3.4 Smart Search by License Plate 

Before starting smart search by plates, please add ANPR cameras first and enable the LPR function. Please refer to License Plate Recognition for 

details. 

Click  button to go to the following interface. 
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{ŜƭŜŎǘ ǘƘŜ ǇƭŀǘŜ ŦǊƻƳ άwŜŎŜƴǘέΣ άtƭŀǘŜ 5ŀǘŀōŀǎŜέ ƻǊ ά/ǳǎǘƻƳƛȊŀǘƛƻƴέ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά{ŜŀǊŎƘέ ǘƻ ǎŜŀǊŎƘ ǊŜŎƻǊŘŜŘ ŦƛƭŜǎ ŀƴŘ Ǉƭŀȅ. Here we take an 

ŜȄŀƳǇƭŜ ƻŦ ǎŜŀǊŎƘ ǇƭŀǘŜ ŦǊƻƳ άtƭŀǘŜ 5ŀǘŀōŀǎŜέΦ 

Click  ǘƻ ŎƘƻƻǎŜ ŀ ƎǊƻǳǇΦ ¢ƘŜƴ ǇƭŀǘŜǎ ǿƛƭƭ ōŜ ƭƛǎǘŜŘ ƛƴ ǘƘŜ ǘŀōƭŜ ŀǳǘƻƳŀǘƛŎŀƭȅΦ /ƭƛŎƪ ά{ŜŀǊŎƘέ ǘƻ ǇƭŀȅΦ 

 

 
 

 

8.4 Record Search, Playback & Export 

The record data and the captured pictures can be exported through network, USB (U disk or USB mobile HDD). The file system of the export devices 

should be FAT32 format.  

 

8.4.1  EZ Search 

ŵ Click StartĄSearch and ExportĄEZ Search to go to the άEZ Searchέ tab. There are two view modes: by time and by camera. In the time view 

mode, a maximum of 64 camera thumbnails can be showed. If the camera thumbnail number is more than 64, the cameras will be listed directly by 

their camera name, not the thumbnail. A maximum of 196 camera names can be listed. If the camera name number is more than 196, the time view 

mode will be disabled and the camera view mode will be available only. 

 

 
 

Ŷ Select ƻƴŜ ŎŀƳŜǊŀ ƛƴ ǘƘŜ ƛƴǘŜǊŦŀŎŜ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhǇŜƴέ ōǳǘǘƻƴΦ  
































































































































